
Electrical Opening System - SA Roof Access
maximum stability and minimum need of space

FEATURES
For roof access - painted in RAL 9010 WHITE

Very easy and flexible mounting

Opening angle: 45° to 90°

Εxtremely low noise level

Degree of protection: IP54            

From motor unit: 200 cm (Max. cable length from motor to Lip control box overload unit)

Dimensions (l x h x w): 800 x 355 x 100 mm

Incl. overload protection

No maintenance required

Model Product no. Power Supply Cover size (W) / examples Opening angle Maximum weight 
(at 140 cm width)

SA Roof Access for 24V or 48V 222239   24V - 2x2.5A (5A) 
  48V - 2x1.25A (2.5A)

80 - 240 cm 45o - 90o

  160 kg (210 kg)

SA Roof Access for 230V 222223 
222226

  80W - 24V/2x1.5A (3A) 
150W - 24V/2x3A (6A)

160 kg
210 kg

SA Roof Access for 230V
incl. remote control

222233 
222236

  80W - 24V/2x1.5A 
150W - 24V/2x3A (6A)

160 kg
210 kg

 

222242

222241
Roof access Left

Roof access Right

A A

Width=W

Lenght=L

Lifting capacity is by 2 x 1.5A

D

SECTION A-A

6pcs min. ø4x40mm screw

DETAIL B
SCALE 1 : 5

Must be mounted with 2pcs
min. ø4x40mm screw
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DETAIL C
SCALE 1 : 3
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DETAIL D

The measure are indicative
as the hinge type and frame depth is decisive

Dimension
WxL 140x140 280x160

90kg 160kg 100kg
45 x x x
60 x x
90 x

ITEM NO. PART NUMBER DESCRIPTION Description2 Closed/QTY.
1 65557 Nylon washer ø10xø16x1 4
2 88509 Nut M10 DIN 985 FZB 2
3 88552 Screw M8x60 ISO 7380 2
4 88591 Screw M10x65 Din 931 2
5 88603 Circlip A10 DIN 471 4
6 88609 Nut M8 DIN 985 FZB 2
7 88635 Washer ø13x24x2,5 DIN 125 5
8 110880 Shaft for actuator ø10x57.4 2
9 220284 Axle for actuator ø12x78 2
10 220887 Plastic wheel ø34xø12x15.5 4
11 222076 Bushing ø9/ø13x41mm 2
12 222252 Sideplade welded right 1
13 222253 Topframe for Roof access 2
14 222264 Lifting arm outer 2
15 222265 Lifting arm inner 2
16 222279 Cover 2
17 222283 Distance bushing ø13xø24x25 2
18 222251 Sideplate welded left 1
19 88428 Clevis Pin f. actuator ISO 2341B ø10x32 1
20 88409 Spring clip ø2x43 +/-2 1
21 88635 Washer ø13xø24x2,5 ISO 7089 4
22 88628 Spacer ø10.3xø15x7.5 2
23 88623 Screw M3.5x13 ISO 15481 6

Roof access
Mounting instruction F154355
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FOR ROOF ACCESS 
The opening system is developed for roof hatch & domes to 
make easy access to the roof.

ELEGANT DESIGN AND COMPACT OPENING PRINCIBLE
The opening system has an elegant design. With its single
and compact opening principle it demands a minimum of 
space, and possibility for pre-installation or retrofit on an 
existing hatch.

MAXIMUM STABILITY AND POWER
The opening system is based on a unique geometric 
movement by means of an electrical actuator mounted in both 
sides of the upstand.
This system gives maximum stability and power exploitation 
both for opening and closing.
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